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Dispenser and Sprayer Model: LFD00021

The Precision Dispenser can dispense reagents, spray
Gold- reagents or make dots on to the glassfibre, polye-
ster membrane or NC membrane surface. This is an high
precious machine and widely used in production.

Technical parameter

Power 90-250VAC 50/60HZ

Weight 30KG

Size 470*380*395mm

Air supply 40-100psi

Volume accuracy +0.1%

Precision 0.01ul

Position precision +0.1mm

Working area 100*350mm

Platform speed 0-99.9mm/s Later Flow Dispenser (3+1) : LFD00031
Min line space 2mm Later Flow Dispenser (4+1) : LFD00041
Spray range 0.2-9.99ul/cm

Residual volume 0

Characteristic

Three functions: Dispense Lines, Spray lines, Make dots.
Precision Pump (XC3000,24000 microsteps) make sure the volume preciseness.

Unique dispense tip design, PEEK tube in touch,suitable to dispense line on membrane.Uniform lines,
easy to operate, less waste of solution. Particularly suitable for fluorescence quantitative production.

Precious airbrush, excellent performance.

The platform is Gear-rack drive, which is stable, reliable, high precision and long life.

The frame is made of alloyed aluminum to ensure the stability of the machine.

Suitable for both production and R&D. Easy to continuous operation and micro- operation by setting.

Humanized software design Easy to switch between dispense, spray and dots. The line space,volume,
length and repeat line can be set freely by setting.

One-button emptying function, easy to recycle the remaining solution.
Easy to retrofit, standard is 2 dispense lines and 1 spray pen can be extended to 16 lines if needed.

Strip Cutter Model: LFST0007

Strip cutter is a programmable strip type strip cutting
machine which is designed to cut a wide range of
laminated card into test strips with specific width.This is
suitable for both small /medium rapid test strips
manufacturers and R&D.

Technical parameter

Controller PLC

Memory Memory

Cutting speed 450rpm

Feeding speed 0 - 1300mm / minute
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Technical parameter

Precision +0.05mm

Cutting width 100mm

Cutting thickness 1.5mm

Dimension 530mm*450mm*300mm

Weight 50kg

Power 0.65KVA

Power supply AC220V/50, 60Hz
Characteristic

@ Cutting speed and the width of the test strip can be arbitrarily
changed by setting.

@ Using the latest ARM microcontroller and uc/os operating system
as the core of hardware and software, making the performance
stable and reliable.

@ Counting and inspection can be completed during the cutting process.

@ Easy to put sheet with different widths through limit adjustment.

@ The blade zero-gap structure can effectively extend the blade life and lower cutting noise.

The blade can be easily removed, adjusted and installed.

@ Reasonable design effectively solves problems such as rough edges, sticky strips and high scrap rate.
@© The device has a counting function, which can easily realize the functions of reduction, zeroing, etc.
@ Automatic feeding function.

@ Continuous cutting and single cutting function.

Continous Dispenser Model: LFD00010

The Precision Dispenser can dispense reagents,

spray Gold- reagents or make dots on to the glassfibre,
polyester membrane or NC membrane surface.Thisis an
high precious machine and widely used in production .

Technical parameter
Power 90-230VAC 50/60HZ
Weight 60KG
Size 1200*500*270mm
Line space 1-80mm
Dispenser speed 1-8m/min
Line number 2(Max:4)
Position precision +0.1mm
Capacity Around 1200 pieces
Characteristic

High efficiency: Comparing desktop dispenser, The efficiency will be more higer than desktop dispenser.
@ Low reject rat: Because of Continous process.

Precision Pump (XLP6000,48000 microsteps) make sure the volume preciseness.
@ Specific dispense tip design, PEEK tube in touch, suitable to dispense line on membrane.
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Characteristic

@ Use the Arm micro-chip controller and uc/os operation system to make sure system stable.
@ Programmable parameters for dispensing volume, speed and spacing.

@© Easy to operate little reagent to dispense line, spray line.

@ Micrometer adjuster controls tip height and Air pen hole size.

@ Easy operation and Durable and maintenance free design.
@ With one-button emptying function, it is easy to recycle the remaining solution.
@ The device parameters can be saved to ensure that the parameters remain unchanged after power-on and restart.

Precision Sprayer Model: LFD00011

This machine is used to sprayer lines on Polyester
Membrane, Glass Fiber with immunogold or fluorescence.

Technical parameter

Power 90-250VAC 50/60HZ
Weight 30KG

Size 470*380*395mm
Air supply 40-100psi

Volume accuracy *0.1%

Precision 0.01ul

Working area 100*350mm

Characteristic

@ IWATA airbrush ensure the uniform lines, high precision, small batch difference.
@ Easy to adjust the height and opening size of the airbrush.

@ Humanized software design. Easy to operate.

@ The line space, volume, length and repeat line can be set freely by setting.

High Speed Strip Cutter Model: LFST0001

This machine is used to cut labminated card into final
strips. With cutting speed 470-500pc/min, it is suitable for
medium and large immune rapid test strips factories.

Technical parameter

Power 90-250VAC 50/60HZ
Weight 30KG

Size 430*370*230mm
Precision 70.05mm

Citting size 0.5-99.9mm

Speed 450-550 strips/min
Width of uncut sheet 0-100mm
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Characteristic

@ Speed and width can be arbitrarily changed by setting.

@ Counting and inspection can be completed during the cutting.
@ The blade zero-gap structure can effectively extend the blade.
@ life and lower cutting noise.

@ Blade can be easily removed, adjusted and installed.

@ Self degumming device.

@ Counting function.

@ Automatic feeding function.

Width Cutter Model: LFST0003

LFST0003 is used to cut less than 318mm raw materials,
such as Polyester Fiber, Glass Fiber,absorbent paper and etc.

Technical parameter

Power 90-250VAC 50/60HZ
Weight 35KG

Size 520*480*230mm
Precision T0.1mm

Speed 230-260 strips/min
Material Width 0-318mm

Material Residual <10mm

Characteristic

@ Speed and width can be arbitrarily changed by setting.

@ Counting and inspection can be completed during the cutting.

@ The blade zero-gap structure can effectively extend the blade
life and lower cutting noise.

@ Blade can be easily removed, adjusted and installed.

@ Self degumming device.

@ Counting function.

Urine Strip Cutter Model: LFST0004

LFSTO0004 is used to cut Urine test strip, which less
than 145mm.

=
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Sensor Cutter Model: LFST0005

LFSTOO0O05 is used to cut blood sugar or dry chemical

test strip, the machine can detect strip hole or pole and

cut to strips with hole or polein the middle.

Technical parameter

Model LFSTOO005L LFST0005S
Power 220V 50/60HZ 220V 50/60HZ
Weight 30KG 30KG

Size 430*370"230mm | 430*370*230mm
Precision 10.05m +0.1m

Speed 470-500 strips/min | 470-500 strips/min
Width 0-145mm 0-100mm

Sheet Slitter Model: LFST0006

LFST0006 is used to cut glass fiber, polyester fiber and
sample pad into certain width sheet with high precision.

Technical parameter

Power 90-250VAC 50/60HZ
Weight 52KG

Size 680*400*360
Speed 1200 pc/h
Precision 10.003mm

Mnaut langsh (l\:/laanxgez' ?::lgmized
Uncut width >25mm

Characteristic

@ Easy blade replacement, titanium nitride coating.

@ Reliable and durabile.
@ With static elimination device to ensure smooth discharge.

@ High precision, high efficiency.
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Auto-Laminator Model: LFD00012

LFDO0012 is used to laminate membrane roll to plastic roll
and automatically cut the plastic roll laminated with
membrane into cards with required length.

Technical parameter

Power 90-250VAC 50/60HZ

Weight 100KG

Size 850*600*600mm

Precision +0.2mm

Power 1200W

Speed 600-1200 times/h
Length:300mm;

Product size Width:50mm 100mm
Tickness 0.2mm 2mm

ch o8 The picture shows
aracteristic the automatic sticking machine

@ Design contributes to less contamination process. that can stick NC film and absorbent paper

Design has lower loss of raw materials.

Design gives air bubble free process and gives higher yield.
Adjustable for various membrane roll thicknesses and widths.
Adjustable card length via programmable control.

Efficient production,low costs.

Assembly Conveyor and Presser Model: LFD00090,LFD00050 i

Assembly Conveyor and Presser is used to make the
test strips loaded into the plastic cassette.

Technical parameter

Model LFD00090 LFD00050
Power 250VAC 50/60HZ | 250VAC 50/60HZ
Size 1000*470*420mm | 600*470*330mm
Weight 40KG 30KG

Speed 0.5-10m/min 0.5-10m/min
Thickness 1.5-10mm 1.5-10mm

Belt Width 90cm 50cm

LFD0O0050(0.5m)
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Immunity Chromatography Quantitative Analyzer

Fluorescence and gold immunity chromatography quantitative analyzer are developed by ourself. The i analyzer
is applied to clinical medical examinations,food safety detections,etc. The quantitative analyzer should be used with
the fluorescence or gold test strips. Our campany also provide OEM service.

LFD00016 LFDOO0O017 LFD0O0018
(Obtained the registration certificate) (Obtained the registration certificate) (Obtained the registration certificate)

Technical parameter

Model LFD00016 LFDOO0O017 LFD0O0O018

Power 100-240VAC,50/60HZ,12vDC | Battle 100-240VAC,50/60HZ,12VDC

Size 210*175*75mm 220*100*75mm 210*175*75mm

Screen 3.5 4.3 7

Support USB,WIFI,GRPS USB,WIFI,GRPS,Bluetooth [COM,WIFI,GRPS n

Records Max:50000 Max:8000 Max:100000 | l

C/T lines Max:4 Max:4 Max:4

LFD00019

Characteristic

@ Wide Linear range, high Sensitivity (0.05% in full scale), high Repeatability(CV<1%)
@ Rapid test (test period <5s)

@ Supporting scanning 1D/2D barcode.

@ Supporting net, WIFI&LIS connection.

Supporting software “HMReader” to analyze raw data and quality control.
Supporting ID card to store standard curve; Supporting multiple test items.

Other Analyzer

LFD00020

[Picture on the right]
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SALES NETWORK

Website: https://www.lateralflowdispenser.com/
E-mail: info@lateralflowdispenser.com
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